RX710 X4
SRR

Series RX710

High precision Wirewound Resitors
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B 55 Characteristics
O £, MSHELF @ Excellent properties of insulation and humidity-proof

® SRTEUNSIHM @ Excellent stability and reliability
@ L B BES. KSE @ Highcurrent,High precision and low TCR

HME R DIMENSIONS (mm)
BS & (w)| Lxo3 | pxo3 | BES3 | nx3 | dxoos
0.5 22 12 5
RX710-A, 0.75 27 12 ;
28 0.8
RX710-B 1 27.5 15 7
) 38 18 9

B SRR Technical Specifications

) 2TVP RX710-A-0.5W RX710-A-0.75W RX710-A-1W RX710-A-2W
RI=TYPE RX710-B-0.5W RX710-B-0.75W RX710-B-1W _ RX710-B-2W
70 CRYERTE IhZ3Power Rating at 70°C(W) 0.5 0.75 1 2
B0 ECurrent Range(A) 0.05~3 0.1~4 0.1~4 0.1~4
#B2EB [EInsulasion Voltage(V) 700 700 1400 1400
PRIESC ElResistance Range(R) 0.05~10R 0.05~10R 0.05~10R 0.05~10R

e L(£0.01%), P(X0.02%), W(X0.05%), B(*0.1%),
#CElTolerance Range C(£0.25%), D (%0.5%), F(1.0%)
R E R AT E TC-Range(10°/K) C6(%10), C5(F15), C4(+20), C3(£25), C2(*50)




